RIPPER

High Performance Primary Timber Processing Sawmill Blade
37% Longer Lasting - Guaranteed

RIPPER®” BANDSAW

Get 37% more from your saw with Ripper’’, premium bandsaw for primary processing, timber-ripping and resaw applications.
Suitable for Wood-Mizer, Baker, Forestor, TimberKing, Logmaster, Lumbermate, Hud-son, Cook’s machines, most portable
sawmills and many multi-head sawmilling machines.

WIDTH & THICKNESS TEETH PER INCH
inches mm 10° hook 7" hook deep 7 notch

27 x 0.90 1.3 2 1.3

32 x 0.90 1.1 1.3 2" 1.1*

32 x 1.07 1.1 1.3 1.1 1.3*

32 x 1.30 1.1*

32 x 1.40 1.1%

35 x 1.10 1.1 1.3* 1.1

38 x 1.07 1.1 1.1* 1.1 1.3*

38 x 1.30 0.9* 1.1 1.1

38 x 1.40 1.1%

41 x 1.10 1.1*

51 x 1.10 1.1 1.1*

51 x 1.40 0.9* 1.1 1.1*
1% 718" 3/4” 1/2” 718" 718" 3/4”
28mm 22mm 19mm 13mm 22mm 22mm 19mm

RIPPER®"® BIMETAL BANDSAW

Specialist sawmill blade with tooth tips made from high performance M42 high speed steel and a backing material in alloy tempered
steel. Suitable for Wood-Mizer, Baker, Forestor, TimberKing, Logmaster, Lumbermate, Hud-son, Cook’s machines, most portable
sawmills and many multi-head sawmilling machines.

WIDTH & THICKNESS TEETH PER INCH
inches mm 10° hook 7° hook deep 7 notch
34 x 0.90 1.1
34 x 1.10 1.1
41 x 1.30 1.1
1% 7/8” 3/4” 1/2” 7/8” 718" 3/4”
28mm 22mm 19mm 13mm 22mm 22mm 19mm

* Available to Order
Additional Sizes Subject to Request

10° Hook - Recommended for General Purpose Milling
7° Hook - Recommended for Hard or Frozen Timber
Deep 7 - Recommended for Tropical Hardwoods

Notch - Reduces Excess Sawdust from Boards
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https://www.dakin-flathers.com/sawmill-bandsaw-blades/ripper37-sawmill-bandsaw-blade
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